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INDEX OF SHEETS

SHEET TITLE

1 COVER

2

EXISTING SITE

3

OVERALL LAYOUT

4

DETAILED LAYOUT

5

DETAILS




PROJECT LOCATION

LEGEND:

EXISTING WATER LINE

EXISTING SANITARY SEWER

EXISTING STORM SEWER

EXISTING PROPERTY LINE

EXISTING BUILDING FOOTPRINT

EXISTING ELECTRIC

PROPOSED PROJECT AREA

PROPOSED TRAIL

PROPOSED TENNIS COURT

PROPOSED BATHROOM

PROPOSED SANITARY SEWER

PROPOSED WATER LINE

EXISTING GAS PIPELINE CONTOURS

W

W W

CONSTRUCTION FENCE















 






























 





















































 



         EXISTING CONDITIONS

SCALE: 1" = 10'-0"

1

 




 

C

R

E

E

K

BASKETBALL

COURTS



W

W

W

W

W

W

W

W

W

W

W

W

W

W

W

W

W

W

W

W

W

W

W
W

W
W

W

W
W

W
W

W

W

W

W

W

W

W

W

W

W

W

W

W W W

CEDAR ST.

S. MAPLE ST.

2
N

D
 
S

T
.













 






























 



















































 

FUTURE PLAYGROUND

FUTURE PLAYGROUND

EXISTING SAND

VOLLEYBALL COURTS

PROPOSED SAND

VOLLEYBALL COURTS

FUTURE WATER

FEATURE

EXISTING BATHROOM

EXISTING

BASKETBALL

COURTS

EXISTING

PAVILION

EXISTING PLAYGROUND

EXISTING PLAYGROUND

E

X
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T
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N
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P
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G

BERANEK DR.

FUTURE CONNECTION

TO WATER MAIN
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CONSTRUCTION

FENCE



29.5'

10.0'

29.5'

89.0'

79.0'

59.0'

10.0'

10.0'

10.0'10.0'













 






























 



















































 

10' GRASS SAFETY AREA

ALL SIDES OF COURTS

(4) 12'-0" STEEL POST

(PROVIDED BY OTHERS)

12" Ø BURIED 3'-0" BELOW GRADE

SEE DETAIL



32'-0" x 3'-3" VOLLEYBALL NET

(PROVIDED BY OTHERS)

VOLLEYBALL COURT LAYOUT

SCALE: 1" = 10'-0"

1

30'-0" STEEL POLE 3.8"Ø

(4) MVK 1000H-268 FLOODLIGHTS

 





 

*TO BE COMPLETED SPRING 2016

CONSTRUCTION FENCE
PROTECT TREE (TYP.)



29'-6" 29'-6"













 






























 



















































 

12'-0"

9'-0"

7'-4"

39"

4"Ø PERFORATED PVC DRAINAGE

TOWARDS LOW SIDE OF COURT

4" CLEAN GRAVEL

GEOTEXTILE FABRIC

4" PCC AROUND POLE

1'-6" DEEP

32'-0" X 39" VOLLEYBALL NET

VOLLEYBALL COURT SECTION

SCALE: 1/2 " = 1'-0"

1

12"Ø STEEL POLE

1'-0"

2'-6"

    CONSTRUCTION PROCESS

1.  INSTALL CONSTRUCTION FENCE AROUND SITE TO KEEP THE
PUBLIC SAFE FROM CONSTRUCTION EQUIPMENT AND ANY
EXCAVATION.

2. STAKE OUT VOLLEYBALL COURT LAYOUT AND PERIMETER.

3. EXCAVATE SAND VOLLEYBALL COURT ARE.  OVER
EXCAVATION TO OCCUR ALONG CENTER COURT LINE OF
WEST COURT AS SHOWN ON PLANS FOR ELECTRICAL
CONDUIT.

4. INSTALL ELECTRICAL PVC CONDUIT BY PLACING ON EARTH.
PVC CONDUIT TO INCLUDE PULL STRING TO LATER BE ABLE
TO PULL ELECTRIC WIRE NEXT SPRING.

5. INSTALL 4” OF CLEAN ROCK AND COMPACT.

6. INSTALL GEOTEXTILE FILTER FABRIC OVER 4” OF CLEAN ROCK.

7. POUR PCC BASE AND SET POSTS.

8. INSTALL FILL SAND AND GRADE ACCORDINGLY.

9. BACKFILL ALL EXCAVATION AREA WITH TOPSOIL WHERE NOT
FILLED WITH SAND.

10. SEED, MULCH, AND FERTILIZE ALL DISTURBED AREAS NOT
FILLED WITH SAND.

11. INSTALL VOLLEYBALL NET AND BOUNDARY KIT.

 





 

1" PVC CONDUIT

    GENERAL NOTES

1. IOWA ONE CALL SHALL BE SUBMITTED PRIOR TO ANY WORK
TAKING PLACE.

2. CONSTRUCTION FENCE SHALL BE INSTALLED AND UTILIZED
TO PROTECT THE GENERAL PUBLIC FROM THE WORK ZONE.

3. ALL WORKERS SHALL WEAR PROPER SAFETY EQUIPMENT
WHILE WORKING WITHIN THE CONSTRUCTION FENCE.

4. ONLY AUTHORIZED PERSONNEL SHALL RUN EQUIPMENT ON
SITE.

5. ALL MATERIAL SHALL BE REMOVED FROM THE SITE OR
DISPOSED OF IN PROPER GARBAGE FACILITIES.

6. ALL LIGHTING FOR NEW COURTS AND EXISTING ARE TO BE
COMPLETED IN SPRING OF 2016.
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